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DETAIL C

DETAIL E

DETAIL B

NOTE: PLUG SLEEVE TO PREVENT INFILTRATION
DURING CASTING OF CONRETE.

DRILL & TAP FOR
¼" SETSCREW
(CAP ONLY)

STEEL CAP

POST

8'-0" (MAX.)

7
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SEE DETAIL

SEE DETAIL 2"ø STEEL
PIPE (TYP.)

7'-10" CHAIN
LINK FENCE

2½"ø PIPE
POST 

C
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ALL ELEMENTS OF FENCE SHALL BE HOT DIPPED GALVANIZED AFTER
FABRICATION. 

ALL HARDWARE SHALL CONFORM TO AASHTO SPECIFICATION M 183 GALV. PER
AASHTO M 111 & M232 UNLESS NOTED OTHERWISE.

FABRIC SHALL BE HEAVY DUTY ALUMINUM OF #9 GAGE WIRE WOVEN IN A 50
CHAIN LINK DIAMOND MESH.

FABRIC TIES SHALL BE INSTALLED TO ALL FRAMES IN ACCORDANCE WITH GOOD
TRADE PRACTICES AT 355 CENTERS MAXIMUM SPACING.

PROTECTIVE SCREENING NOTES

STEEL PIPES FOR POSTS AND LONGITUDINAL MEMBERS SHALL
CONFORM TO ASTM SPECIFICATION A53 GRADE B GALV.
PER AASHTO M 111.

SEE DETAIL B

BRACE BAND

ELEVATION

TYPICAL SECTION
PROTECTIVE SCREEN

SEAL WITH ½" FILLET OF 
ASPHALTIC CAULKING 
COMPOUND MATCHING 
THE CONCRETE COLOR.

6" 3½"

TOP OF BARRIER

¢ POST

É"ø BOLT
AASHTO M 164 (TYP.)

PROTECTIVE
SCREENING
MOUNTED ON
PEDESTRIAN
BARRIER

2½"ø PIPE
Â" x 1" STEEL STRAP
BRACE BAND

½"ø HOLE FOR
É"ø BOLT M 164

REAM TOP END OF
SLEEVE AFTER CUTTING.

SLEEVE
3"ø PIPE (SCH. 40)

CAP ON BOTTOM

2"ø PIPE (TYP.)

Please coordinate approval with the
Bridge Architect before providing
designs with this fence type.
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